
Pulsar 2030R

Fare RangeFARE RANGE
Open $0.00 - $999.99
Increment $0.00 - $999.99
Extra $0.00 - $999.99
CALIBRATIO
Calibration
Distance Increment 0.001 - 60 Miles (1.0m - 96km)
Pulses Per Unit Distance 10 - 100,000 per Mile (10 - 66,000 per km)
Waiting Time 0.25 - 25,000 Seconds
Distance Transducer ALL TYPES
Number of Rates 4
Data Retention 10 Years
ELECTRI
ElectricalCAL
Operating Voltage 8.5 - 16 Vdc
Power (Standby) 25 ma @ 12 Vdc
Power (Operating) 300 ma @ 12 Vdc
PHYSICAL
Physical
Displays 0.43 in (11mm), 7 Segment High Efficiency Red LED’s
FARE: 5 Digits, EXTRA: 4 Digits, RATE: 1 Digit
Dimensions 2030R Width: 6.4” (16.2cm) Height: 2.35” (5.97cm) Depth: 2.68” 
(6.8cm)
Weight 2030R 1.14 lb (0.52 Kg)
Faceplate Non-Glare Polycarbonate
Sealing Seal screw and plate on front
Temperature -68 to 160°F (-20 to + 70°C)
Humidity >95%
PRINTING
Printing
Type Impact, 16 English characters per line
Paper 38mm Thermal Roll
Printer Endurance > 1,000,000 lines


